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BOLT RETAINER FOR BASE CONNECTION wmaterials:

Teflon

34" Dia. bolt with
€ 8
3¢ Dig. bolt MOUNTING DETAILS PERFDRATED TUBE with washer washer and lock washer - -
er with washer Post 18‘565 washer (bolt length varies
N and lock washer T os throaded with size of posts) Note:
P2 both ends. . . s
£ . " ™ r'r 2 Post Horizontal stringers — In lieu of perforated tubes,
£ r 3%"-16 Gr. 8 — _ L : .
o @ = the contractor may substitute z bar stringers.
c | ° ﬂonge bolt with | | "y IO | Sign £h i AN i
o L 2 8 —1 64( (;dr{‘s | T 2 | | / Hor i zontal The z bar stringers shall be 124 x¥%g  thick,
@ serro e ange nu 7, //t ,@, . r : 1.08 Ibs./ft aluminum or 3.16 Ibs./f+. steel.
3 ° é] 8 stringer
o [ @ L , 1O / see note 1 Metal washer used on sign face shall have a minimum
_ 1 _h outside diameter of P ” + 5" an gauge ickness.
(. +~ T T 1] [ ‘ 2 \ —h tside diamet f g 7 + lg" and 10 thick
§ U] 1) See step 11 | #m‘ | i =—"—==7=] 3. No Parking Signs: All no parking signs with
Lo BB (o - =-[)-1F L ;L
41z TT H o | | | | directional arrows shall be placed at a 30 to 45
/_\#\qg :ﬁ\ﬁ: W | | o | O | ~O O @ O O degree angle with the line of traffic flow. No parking
\,ﬁm‘;ff\ 60" o 8 I I - | e | Nylon washer | R signs required at the above angles may have the
T — T 72 =13 Gr. 8 T+t -7 t - support turned to the correct angle. If the no parking
=" J_‘A_L, —FA=
line Rllks serrated flange nut [ | [ % 110y i / sign is placed with another sign that has to be placed
4" Max. 7 U.S.S. E | Horizontal : Nylon at a 90 degree angle with the Iine of traffic flow.
I 2" U.S.S. steel | . Sign h
<] See note 4 flat washer ” “ T ” H 3, Side View stringer washer the detailed angle strap should be used to mount the
T | X 15" stainless release bushmg\m e f see note 1 Top View no parking sign. Material used for the attachment
( I Y 3" teflon retainer gasket I LJ See step 2 strap shall be included in the price bid flat sheet
| I | e I, stainless release bushihg/ﬂiﬂ | [ STRINGER MOUNTING for signs. Flat washers and lock washers shall be
;! | =£ H H L H H I P (WITH STRINGER IN FRONT OF POST) used with all nylon washers.
. | 32 I Il R ded 4” Vertical clearance of anchor or breakaway base.
G d | | | [ 1,0 I } ecommende - }
roun ne | | | | .0 72 U.S5.S. steel flat washer | ; | stub height The 4" x 60” measurement shall be made above and
Anchor umf? -1 T g z | | | Sign support 34" Bolt below post location and also back and ahead of post.
| | Qa | | | — with washer Anchor material shall be 7 gauge H.R.P.O0. Commercial
| < i 250 o 8 £ lanae bolt | | | 4 N %" Bolt & lock washer quality ASTM A569 and 3“x 3”x 7 gauge ASTM A500 Grade
| | 2 4 Gr. 9 | | | | | with washer 30° to 45° B. Anchor shall have a yield strength of 43.9 KSI and
& lock washer See note 3 tensile strength of 59.3 KSI. Anchor shall be hot
I I I O = 9
| j See steps 5-10 & 12 ; ‘ ; ‘ ; Sign al dipped galvanized per ASTM A123/A153. All folerances
L ) [ ; ®) H o ‘ suppor? on anchor uni+ and slip base bottom assembly are =+
SLIP BASE ANCHOR UNIT | I ! B — 0.005 unless otherwise noted.
AND POST SLEEVE ASSEMBLY 3" :‘ | N N 3" 3 ‘ O ‘ \ , , Sign When used in concrete sidewalk, anchor shall be the
| I | [ [ 37167 x 1 same except without the wings.
o \‘ | y 1 ,J_I\,_Lf Galv. steel strap hiwij 3 Four post signs shall have over 8' between the first
6% See step 4 I | | 35" x 17— g Dia. bolf and fourth posts.
3%," 39;," ‘: | :‘ Galv. steel strap xo‘;pepwagsher In lieu of using the bent bolt to attach the post to
c T \‘ | N Side View Top View & lock washer stringer. the contractor may choose to punch the
| . R R
= R | | sign backing and place the bol+t through the sign, the
D‘ c - \l 1 A /! | \: 15" STRAP DETAIL stringer and the post.
~. F L | | Ny lon .
J LT 2546 F L | " washer; ™ et Ston
£ A i( ~1 A A c ) I i | L 34" Dia. bolt with f }
| LT __ _|E | | washer & lock washer .
W, \ [ I ﬁ ! C ! ! ! 18 N.C. threaded \ Sign support Telescoping Perforated Tube
5™ £ A \ | , : | : ¥ Post [wall |[Sieeve|Wall |siip | Anchor |Anchor
. . B P 1 — Si
| 1/ 3 F | 56” Dia. bolt with Number | 128 [Thick=[size ;gswzk Base w#ﬁgu* ::UK,
6"d] < / 3% L — Post washer & lock washer of In. |NESS | qp. Slip ‘e
Fl2s v\ B < | 0 - f os Ny!1on sign 18 N.C. threaded Posts Cauge Gauge Base |ness
16 AN/ washer In.
) 0 W : ‘ \ Top View 1 2 12 No | 20a 12
|
. | | ]
6 | | 1 2174 12 No 2173 12
: : | T XD:DMT‘ BACK TO BACK 1 21sy 12 (B) 3(c)| 10
E .
e 1‘2“ Sign Ny lon washer MOUNTING ! 272 10 ves 0
TOP POST RECEIVER attachment bracket 1 2 | 12 2 12 | Yes 12
| |
Materials: Plate — ASTM A572 grade 50 MULTI-DIRECTIONAL BOLT MOUNTING — " 1 27 12 2!74 12 Yes 12
Angle receiver — 217"x 21,x 3" ASTM A36 SLIP BASE ASSEMBLY I 2 2/ 10 Yes 10
72 structural angle l 2 | 12 2 Y 12
* 954 | 2174 12 es
MULTI-DIRECTIONAL SLIP BASE ASSEMBLY ‘*W* 2 272 12 24 12 Yes 12
[
TOP_POST RECCIVER DATA TABLE STEP INSTALLATION PROCEDURE qdpos,* | } o o cedlzne | 12 Yoo 12
Square Post and sign T 3484 2'n 10 Yes 10
Sﬁrlzes A B C D E F 1. |Install bottom soil anchor stub plumb and squared up with road. | | L‘Q 3 &4 o 2 2 2 Yos 12
236" x 10 Gadqor | s1, 02wl B o |z A 4 with point of plate facing oncoming fraffic. These Stringers shall be J =a 4F z 2
Square Post 1% 215" [ 3z 2 |1 178 2. |Depth of imbedment to leave 2!/ from grade to top of anchor the same size as the post 9 | | 3&4 | 2 12 2 12 Yes 12
21" x 10 Ga-l, o9 | o1, 0|25, #| 5,0 |qa,. #]| 43,4 plate. : 384 2, 10 2% 10 | ves 10
W Sauare Post | 1732 272 [ 3% B [1%% 17 3. |Place teflon bolt retainer gasket on top of bottom plate (make zg:zsggoggg\Zn:opﬁ;;lrmexcess } e} }\ Post
. g . os
2%¢" x 10 gauge may be inserted into 27" x sure that notches in holes are pointing counter clockwise). . N , _ o
10 gauge for additional wind load. 4. |Place top post receiver on to retainer gasket, properly indexed metal fits stringer and STREET NAME SIGNS (8) The 2%z, 12 gauge DOS*.S do not need .
107 so that angle receivers are squared up with road. post holes. AND ONE WAY SIGNS breo#ﬁawoy b0§es when p!o?ed in standard soils. but
5 5. |[Slide 1 each " flat washer on to 1 each inverted '"-13 gr. 8 require a shim as specified by the monufacturer.
6% flange bolt. followed by 1 each stainless steel release bushing. SINGLE POST ASSEMBLY The breakaway base is required when the support is
3%," | 3%," T 6. |Insert above bolt with washer and bushing up through notched ONE STRINGER OR p\oced_ mn ‘{VEOK so1i ‘?' The Engineer shal ‘_
— -‘_ <, R points of top and bottom plates, passing through hole in gasket. BACK TO BACK MOUNTING de‘rerr.mr.we if the soils are weak. Weﬂ*f soils are
A 7. |Slide second bushing down on to above bolt until it rests on classified as boggy., wet, or loose soil areas.
. \Vid [ F top of gasket followed by second washer. Telescoping Perforated Tubes (C) = 3” anchor unit
\\‘ t 25" F 8. |Complete by threading '/"-13 gr. 8 serrated flange nut snugly > - ] NORTH DAKOTA
< | | W \ down against top of washer. 7] N +%5 oo o cw This document was
| I T [I: 9. |Repeat steps 5.6,7 & 8 at the two remaining notched triangle Tube :E . v38 % %,B » «k:;v géw EEM DEPARTMENT OF TRANSPORTATION . . | . d
_ Lo — r _ Size oxcl|l 23|=*AlcyLv-|0O |+ 2™ 10-1-86 or1gina Y |1 ssue
" \ I I l points. c=[255 |0 a6 c[L-clod c
5lag \ j | / 10. | Insert sign post into angle receivers on top half until post(s) In. ZE o= EJ gi =|lot - gg - REVISIONS and sealed b}/
F bottom out. e e =" 3 DATE CHANGE
\ A — n
: Vv 33,8// L #NOTE: Where higher wind load is desired, insert the next size “/2 X “/2 0.105 2 T.70210.12910.380l0.172 04-12-39 | Anchor unit MARK S GAYDQGS,
" < 4 0 smaller square post inside bottom of main upright post 06-25-99 | Added note 7 Registration Number
6 W (Minimum of 48", not to exceed beyond bottom edge of sign). ‘2 X 2‘ 0.105 12 2.41600.372]0.590]0.372 10-04-99 | Post pay length d
11.|Secure posts into receivers using 3 each 34”-16 gr. 8 flange 2774 X 27410.105] 12 2.773]0.561]0.695[0.499 02-10-00 | Remove shim detail PE-4518,
I 3,0 : ; 3 3 _ . _ K . 11-21-02 | Revi h it
R 5 e ! bolts and 3 each 3g"-16 serrated ﬂo.nge nuts in receiver slots 2%g X 2%60.135] 10 |3.432[0.605]0.841[0.530 G:Z‘Zir?gig:]e(:rm:zr‘wmg on 04/24/06 and the
top 2 bolts should be parallel to highway) do not tighten 2l x 2, ]0.105 12 3.14110.804|0.803|0.643 o " . . .
17 See step 1 nuts until all bolts are in place 92723703 | 3_ ononor unit original document
16" prace. 2% x 2'510.135] 10 ]4.006[0.973[1.010|0.785] | 12-01-04 [ PE stamp added
BDTTOM SOIL STUB 12.|After all sub—assembly hardware is tightened, then torque the 12-13-05 | Revised table is stored at the North
(P . . . " " ‘
P P three '©2’-13 nuts fo 42 ft-Ibs., in a circular pattern until all The 2 3/16" size 10 gauge is shown as 2.19 04-24-06 | Reinforcing sleeve.
Tube — 37x 37x 7 gauge ASTM AS00 Gr B tube bolt assemblies reach the required torque. size on the plans. Added note 8 Dakota Department
Stabilizing Wing — 7 gauge H.R.P.0. ASTM A 569 #NOTE: On multi—-leg installations, be sure that all anchors H
Plate — ASTM A572 grade 50 are squared and |ined up with each other. of TFGWSDOFfo ron
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